
. 2 x Socket P+ (LGA 4189) 
3rd Gen Intel® Xeon® Scalable Processors 
 Family(270w) UPI (11.2 GT/s)       

Aurora AHS-013212-CPGF High Performance Server          

 Powered by dual-socket 3rd Gen Intel Scalable processor          

 CPU maximum TDP of up to 270W with 32 DIMMs 
 and support          

 GPU-optimized design allows one dual slot GPU for
 AI workloads          

Up to 12 all-flash NVMe          

Up to 3+1 PCIe® 4.0 slots          

Flexible onboard LAN-module design          

Flexible air- and liquid-cooling solution          

Form factor 1Unit

Processor  

. VGA: Aspeed AST2600 64MB       

Graphic   
 

.  Optional 
 1 x Quad Port Intel I350-AM4 1G LAN Controller
 (Only for non-GPU SKU)
  or 1 x Dual Port Intel X710-AT2 Gigabit 10G LAN Controller
 Default Management Port        
        

LAN  
 

. Intel® C621A Chipset       

Core Logic  
 

...

...

 SATA: Intel® PCH C621A
 Intel® RSTe: Support software RAID 0, 1, 10 & 5
 Intel® VROC: Support software RAID 0, 1, 10 & 5, 50
SAS: Optional kits
 8-port SAS 12Gb/s HBA card
 8-port SAS HW 12Gb/s RAID card
 Broadcom MegaRAID 9560-16i       

Disk Controller  
 . Front bays: 12 x 2.5"" hot-swap bays

 (12 x NVMe/SAS*/SATA) *SAS support
 only from SAS HBA/RAID card
 2 x M.2 connector
 (NGFF 2280/2260. PCIe Gen4x4 link)(CPU2)

Storage  
 

....

.

 3+1
Slot Type 1 x PCIe x16 slot(Gen4 x16 link), FH, HL (CPU1)
1 x PCIe x16 slot(Gen4 x16 link), FH, HL or OCP3.0 Mezzanine slot (CPU2)
1 x PCIe x16 slot (Gen4 x16 link), LP (CPU2)
(if PCIe M.2 is in use, it will operate at x8 link)
Proprietary Slot: 1 x PCIe x8 slot (Gen4 x8 link), LP (Internal Slot for PIKE) (CPU1)

Expansion Slots  
 

1

.  32 (8-channel per CPU, 16 DIMM per CPU)

Total Slots  

.  Maximum up to 6TB 

Capacity  

.  DDR4 3200/2933 RDIMM/ LR-DIMM/ LR-DIMM 3DS

Memory Type  

.....
 64GB, 32GB, 16GB, 8GB RDIMM 
256GB, 128GB, 64GB RDIMM 3DS 
128GB, 64GB LRDIMM 
128GB LR-DIMM 3DS 
512GB, 256GB, 128GB Intel® Optane™ 
 DC persistent memory 200 Series (DCPMM)       

Memory Size  
 



Aurora AHS-013212-CPGF High Performance Server          

2

. N/A

Front I/O  
 

. 

Operation Condition  

.  -40 C~ 60 C       

Non operation Condition  
 

....
 2 x USB 3.2 Gen1 ports 
1 x VGA port 
1 x RJ-45 Mgmt LAN port 
4/2 x NIC ports(Depends on the LAN Controller card installed)      

Rear I/O  
 

 

 

.....
 1 x Power Switch (w/ LED) 
1 x Reset Switch 
1 x Location Switch (w/ LED) 
1 x HDD Access LED
1 x Message LED, LAN 1/3 and 2/4 LED
(Depends on the LAN Controller card installed)        

Front Switch/LED  
 ...

 1 x Port 80 LED (Q-Code) 
1 x Power Switch w/ LED 
1 x Location Switch w/ LED       

Rear Switch/LED  
 

10 C ~ 35 C  

20% ~ 90% ( Non condensing)       . 

Non operation humidity  

. 

Dimensions  

. 13.7 kg       

Net Weight  
 

....
 1+1 Redundant
1200W 80 PLUS Platinum Power Supply 
1600W 80 PLUS Titanium Power Supply 
1600W 80 PLUS Platinum Power Supply       

Power Supply  
 

842.5mm x 439.5mm x 44mm (1U)

22.56 kg. 

Gross Weight  

Windows® Server, RedHat® Enterprise
 Linux, SuSE® Linux Enterprise Server
CentOS, Ubuntu, Vmware       

. 

OS  


